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EPS C50 ORAZ EPS C200/C200CUT COMPACTOR  
ADVANTAGES AND DESCRIPTION OF THE MACHINE  

➢ The device, which is the EPS C50 and EPS C200/C200CUT compactor, has been designed 

so that its operation is not complicated and the operation itself is simple,   

➢ Pressing styrofoam using the offered EPS compactors reduces costs and space occupied 

by styrofoam waste. EPS presses are very easy to use, safe, and can be operated by one 

person. Additionally, by pressing used styrofoam and reusing it, we care for the natural 

environment, 

➢ The EPS C200CUT compactor is equipped with a guillotine that allows you to cut the 

beam to any length, 

➢ Equipped with three-phase voltage and safety lock,  

➢ Ability to freely set the beam length,  

➢ Siemens PLC controller,  

➢ Maintenance-free hydraulic system,   

➢ Long service life,  

➢ Low failure rate,   

➢ Up to 5 years warranty,  

➢ Warranty and post-warranty service. 

 

 

SEE THE VIDEO : https://www.youtube.com/watch?v=AXlaDtQ1fwY 

 

Other devices available in our company's offer: 

• Vertical balers, 

• Horizontal baler 

• Automatic balers, 

• Specialized devices, 

• Feeders, 

• Sorting lines. 

 

TECHNICAL SPECIFICATION 

MODEL: EPS C50 EPS C200 EPS C200CUT 

DIMENSION. 

(height./width./depth). mm 
2000 x 600 x 1700 5425 x 750 x 2100 6440 x 950 x 2090 

WEIGHT 690 kg 2000 kg 3000 kg 

ENGINE POWER. 6.2kW 19.55kW 19.55kW 

COMPRESSIN LEVEL. 20:1 – 40:1 30:1 – 50:1 30:1 – 50:1 

CAPACITY.  20 – 40 kg/h 50 – 70 kg/h 50 – 70 kg/m3 

DENSITY OF COMPACTED 

POLYSTYRENE. 
200 – 400 kg/m3 200 – 400 kg/m3 200 - 400 kg/m3 

BALE DIMENSION. 

(height./width./depth). mm 
200 x 200 380 x 380 380 x 380 

INLET SIZE 800 x 450 x 1800 1000 x 645 x 1710 1000 x 835 x 1800 

CONTACT 

Bartontech, Rafał Barton 

ul. Wodna 10, 89-412 Sośno 

Phone: +48 783 891 132 

e-mail: office@bartontech.eu 
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