
  

  
  

 

VERTICAL BALER BARTONTECH 50 PLUS  
ADVANTAGES AND DESCRIPTION OF THE MACHINE  

➢ BARTONTECH 50 PLUS vertical baler, has been designed so that its operation is not 

complicated and the operation itself is simple,   

➢ When the appropriate amount of waste is compacted under a given pressure, the 

machine will signal the end of the pressing cycle,  

➢ Possibility to configure the machine to meet special customer requirements,   

➢ Equipped with a safety lock,  

➢ Siemens PLC controller,  

➢ Maintenance-free hydraulic system,   

➢ Long service life,  

➢ Low failure rate,   

➢ Up to 5 years warranty,  

➢ Warranty and post-warranty service. 

 

SEE THE VIDEO: https://www.youtube.com/watch?v=ew_YgzI_5fM 

 



 

TECHNICAL SPECIFICATION 

DIMENSION  

(height/width/depth)  
2100 x 810 x 745  

WEIGHT  290 kg  

INLET SIZE  540 x 720  

BALE DIMENSION 

(height/width/depth) 
600 x 715 x 500  

WEIGHT OF A BALE 40 – 50 KG 

ELECTRIC VOLTAGE  230V 

CRUDHING FORCE MAX 4t 

ELECTRIC MOTOR 1.5 kW  

BALER DRIVE 
Hydraulic pomp + 

electric motor 

STANDARD TIME OF 

CRUSHING  
45 sec 

  

  

 

CHARACTERISTICS  

 

BENEFITS 

Simple controls.  User-friendly.  

Solid construction.  Ensures long machine life.  

Protection class IP55.  
Possibility of installation inside and outside  

bulidings. 

CE marking.  Ensures high safety standards. 

 

 

Other devices available in our company's offer: 

• Horizontal balers, 

• Automatic balers, 

• Specialized devices, 

• Styrofoam compactors, 

• Feeders, 

• Sorting lines. 

 
 

CONTACT 

Bartontech, Rafał Barton 

ul. Wodna 10, 89-412 Sośno 

Phone: +48 783 891 132 

e-mail: office@bartontech.eu 
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